
Certificate of Completion
issued in terms of 15.3.3
of the JBCC Minor Works Agreement

Employer [42.1.1] City of Ekurhuleni (Ekurhuleni Metropolitan Municipality)

Contractor [42.5.1] GRANDMA BUILDING SERVICES

Works [42.2.1] Rehabilitate and Refurbishment of Springs Library-Rainwater Disposal 
and Painting.

62 7th Street - Springs
Site [42.2.2]

The Principal Agent hereby certifes that :

Practical Completion (yes/no) YES  

Works Completion (yes/no) YES  

Final Completion (yes/no) YES  

for the:
Works as a whole (yes/no) YES

or
Section No. (in words) NO

was achieved on (date) 29-Jun-22

where Works Completion is certified
the Defects Liability Period ends on (date)

Signed by the Principal Agent
as Agent of the Employer

Signature

Date Name of firm

NA

29-Jun-22
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STREET FURNITURE DETAILSWORK DESCRIPTION
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Housing cast into bench to 
receive threaded rod.

Housing cast into bench to 
receive threaded rod.
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80x20mm recess.Mosaic work to 
be on sides and end of bench.

20mm grout between 
paver and pad

20mmx20mm 
chamfer at base

80x20mm recess. Mosaic work 
to sides and end of bench.

Provide 15mm groove 
for  game pattern. 

Provide Ø45 hole in bench. 

Provide a 320 x 320mm 8mm 
indent [frame], with black squares 
indented 8mm in bench for 
mosaic tiles. 

20mmx20mm chamfer at base

20mmx20mm chamfer edge

20mmx20mm chamfer edge

100x355x300mm deep 
concrete anchor.

100x355x300mm deep 
concrete anchor.

100x355x300mm deep 
concrete anchor.

20mmx20mm 
chamfer edge

Provide Ø45 hole in bench. 

Provide 15mm groove 
for  game pattern. 

20mmx20mm 
chamfer edge

FRONT / BACK VIEW
SIDE VIEW

NOTES: 1800 Bench or equal approved [o.e.a]:

Length : 1800mm, Width : 450, Height : 500mm, Leg Size : 200mm
Finish - Grey Cement 
Bench types to be placed in alternation on site.

MOSAIC TILING: DESIGN GUIDELINES 
1. Background to mosaic pattern to be white.
2. Edges to be smooth without any jagged / sharp edges.
3. Mosaic to be fixed to keyed concrete surface with TAL MOSAIC FIX
    mixed 20kgs with 7 litres of TAL BOND [replacing water in the mix].
4. Grout with dove grey TAL WALL and FLOOR GROUT mixed 20kg
    with 6 litres of TAL BOND for filling tile joints. 

PLAN: TYPE A

FFL

PLAN: TYPE B

STREET FURNITURE: 3D IMAGE IN CONTEXT
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7mm grey exposed aggregate 
finish as per manufacturer

NOTE:
4 x Custom Designed Pre-cast Concrete Tree Ring 
Material - Concrete with 7mm grey exposed aggregate finish.
Height   - 80mm
Width    - 350mm
Length  - 1000mm

Tree ring quantity as per separate schedule

PLAN

STREET FURNITURE: 3D IMAGE IN CONTEXT

950 950

Plastic cover to be removed, potting soil to 
remain as from tree supplier

800 x 800 x 800mm deep tree pit with 
filled with compost and topsoil mix at 
2:1 ratio

75mm diameter gum poles anchored
400mm deep into ground

Paving blocks

25mm river sand bedding

Tree ring as per Detail FUR002

25mm hose pipe sleeve over 
binding wire around tree

75mm diameter gum poles.

Plastic coated binding wire

New tree

New tree

75mm diameter gum poles 
anchored 400mm 
deep into ground

Tree ring as per 
Detail FUR004

Plastic coated 
binding wire

SECTION

NOTE: 
TREE PROP TO BE PLACED 
PARALLEL TO ROAD

PLAN -TYPICAL TREE PROP 
SCALE 1:25
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Galvanised steel 
Finish: Polyurethane 

Colour: Dark Grey Tarnished Iron 
61GY 11/019*

Mitre-top at 450 .

PLAN

FFL

NOTE:
1200mm Steel Bollard or equally approved; 
Height above ground: 900mm
Mitre-top 450 

Diameter: 150mm
Finish: Polyurethane
Paint colour: Dark Grey Tarnished Iron 61GY 11/019

PLAN

FFL

SIDE VIEW
Lugs/base anchor

to Engineer approval.
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Galvanised mild steel, 
perforated plate.

Frame planted in 
concrete base.

150 x 150 x 300mm 
concrete anchor

Pivot point

Galvanised mild steel 
frame.

SIDE VIEW

PLAN

FFL Product Image
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Cap to top of pole.
Reflective tape.

ELEVATION 3D VIEW IMAGE

Ø 60mm x 3mm 
Galvanised Steel pole, 
powder coated, colour

to architect approval.

300mm x 300mm
concrete anchor

to Engineer approval.

2mm mild steel
bracket clamping and
bolted around pole.

2mm mild steel plate
edges bent at 15mm all round. 

Outdoor use Vinyl sign to 
architect approval.

2mm mild steel plate
edges bent at 15mm all round. 

Outdoor use Vinyl sign to 
architect approval.

Housing cast into bench to 
receive threaded rod.

Housing cast 
into bench to 

receive 
threaded rod.

75
32

5
75

46
0

75

47
5

26
0

150

75

142

60

34

25
25 34

10 355 10

50

600

20
0

26
0

550

300 600 600

100

30
0

30
0

60 60

41
0

50 550

1 800

R 25

R 25

100°

100x355x300mm deep 
concrete anchor.

80x20mm recess. Mosaic work 
to sides and end of bench.

100x355x300mm 
deep concrete 

anchor.

80x20mm recess. Mosaic work 
to sides and end of bench.

EXT.FUR01 CONCRETE BENCH DETAIL 1:10 EXT.FUR02 CONCRETE TREE GRID DETAILS 1:10 EXT.FUR03 TEMPORARY TREE PROP DETAIL 1:10

EXT.FUR04 STEEL BOLLARD DETAIL 1:10 EXT.FUR05 STEEL BIN DETAIL TYPE B 1:10

EXT.FUR06 WAY FINDING SIGNAGE 1:25

EXT.FUR07 ACCESSIBLE CONCRETE BENCH DETAIL 1:10
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