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POSITION OF SHELTER OR
ANY OTHER RELATED STRUCTURE

79.6552

SABS 927 FIG.3 KERB

SABS 927 FIG.12 OR 5 
KERB AS SPECIFIED 2000

EXISTING ROAD
R 6.0m TRAFFIC

DIRECTION
LAY-BY
PASSENGER WAITING AREA
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NEW CONSTRUCTION FIG. 3 KERB LAID FLAT)

EDGING KERB, SABS 927
FIG. 12 OR 5 AS SPECIFIED

8.0m12.0m12.0m

SABS 927, FIG. 3 KERB

R 12.0m R 12.0m

LEGEND

20mm SAND

2 % CROSSFALL

60mm INTERLOCKING BLOCKS

1.  SHOULD NO CHANNEL EXIST A SABS 927 FIGURE 3
    KERB SHALL BE LAID ON IT'S BACK TO FORM THE
    CHANNEL.

2.  NO KERB INLET ALLOWED WITHIN LAY-BY,

3.  WHERE FIGURE 3 KERBING IS TO BE USED,
    1m LENGTHS WILL BE REQUIRED ON STRAIGHT
    PORTIONS AND 0,3m LENGTHS ON TRANSITIONAL
    CURVES WITH RADII < 15m
4.  DRAWING NOT TO SCALE, USE DIMENSIONS SHOWN.

NOTES

60mm INTERLOCKING BLOCK PAVING

PROPOSED KERB

EXISTING CHANNEL

INTERLOCKING PAVING
BLOCKS

150mmSUB-BASE (C4) stabilized,
and compacted to 90% MOD. AASHTO Density

2,5m EXISTING ROAD

EDGE BEAM OR CHANNEL OR
FIG.3 KERB LAID FLAT

150mm ROADBED REWORKED AND COMPACTED
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150mm SUB-BASE (G5) COMPACTED TO
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R=15m

2.
0m

2.
5m

PRECAST CONCRETE BARRIER
KERB OR MOUNTABLE KERBS

IN-SITU MATERIAL

95% MOD AASHTO

20mm SAND BED

TO 93% MOD AASHTO

60mm CONCRETE PAVERS

100mm SELECTED LAYER COMPACTED

100mm SUBBASE COMPACTED TO

2 000 SIDEWALK
AS SHOWN ON PLAN(EDGE RESTRAINT)

60mm CONCRETE BLOCK PAVER

COMPACTED TO 90% MOD AASHTO

SIDE WALK PAVEMENT DETAILS
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PLAN TYPE 'B' PRECAST CONCRETE BLOCKS

TYPES OF RAMP ALLOWED

'TYPE A' - RAMPS AND TRANSITION SURFACES TO BE INTERLOCKING
                 PAVING BLOCKS, G-BLOCKS OR SIMILAR

'TYPE B' - RAMPS TO BE 330 x 330 X 100 PRECAST CONCRETE BLOCKS
                 OF 30 MPa CONCRETE AND THE TRANSITIONS SURFACES
                 TO BE 25 MPa 100 mm THICK IN-SITU CONCRETE. (SHOWN HERE)

'TYPE C' - RAMPS AND TRANSITION SURFACES TO BE 100 mm 25MPa IN-SITU
                 CONCRETE WITH SPECIALLY CORRUGATED SURFACE TEXTURE.

20mm COMPACTED LAYER
JOINT

+5mm OPENING

SEE PLAN PS/20
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SECTION A-A
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400x400x100 PRECAST CONCRETE BLOCKS TYPE B
OR IN-SITU CONCRETE TYPE C

SECTION B-B

400x400x100 PRECAST CONCRETE  
BLOCKS - TYPE B
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6:1 RIVERSAND/CEMENT
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1010
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45 5
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65 30
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A

A

B

B

NOTE:
FOR SECTIONS A-A AND B-B SEE PLAN NO. PS 29

PLAN

CASE 1 : PEDESTRIAN RAMPS AT STREET CROSSINGS

TRANSITION AREAS 25MPa INSITU
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10
00
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00
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PLAN OF IN-SITU CONCRETE RAMP

13
00

1000

C

C

10
0 

SECTION C-C

6,
5

40 40 6,6

25 MPa CONCRETE

A

A

SECTION A-A

SLOPE OF GUTTER
OR STREET NOT MORE
THAN 1:10

JOINT

100mm COMPACTED SUBBASE

400x400x100 PRECAST CONCRETE BLOCKS
(CLASS 30/19 CONCRETE)

IN-SITU CONCRETE

INTERLOCKING
PAVING BLOCKS

20mm COMPACTED 
SAND LAYER

MAX 1:12

KERB

TRANSITION AREAS, CLASS 
25/19 IN-SITU
CONCRETE, 100mm THICK

TRANSITION AREA

ISOMETRIC VIEW OF PEDESTRIAN RAMP

400x400x100 PRECAST
CONCRETE BLOCKS IN CLASS
30/19 CONCRETE

1000 1000 1000

PLAN

PEDESTRIAN RAMPS ON STRAIGHT ROADS

TRANSITION AREAS, CLASS 
25/19 IN-SITU
CONCRETE, 100mm THICK

400x400x100 PRECAST
CONCRETE BLOCKS IN CLASS
30/19 CONCRETE

KERB

R=2500 MIN

PLAN
TWO PEDESTRIAN CROSSINGS AT EACH STREET CORNER

EXTENTION OF BOUNDARY
15

00

15
00

20
00

m
in

2000
min

1500

32501500

TYPE C                 
25MPa INSITU CONCRETE
100mm THICK - SEE SECTION 
C-C PLAN No. PS22

STREET BOUNDARY

KERB LINE

EXISTING WALK WAY         

TRANSITION AREAS 25MPa INSITU
CONCRETE 100mm THICK

TYPE 'B'
400 x 400 x 100 PRECAST
CONCRETE BLOCKS OF 30MPa
STRENGTH

1300

1000 1010 1000 2500

INSPECTOR OF WORKS of JOHANNESBURG
DEVELOPMENT AGENCY:

PROJECT STATUS
DESIGN

DEVELOPMENT
TENDER

DRAWING
APPROVED

CONSTRUCTION
DRAWING

AS BUILT
DRAWING

PROJECT ENGINEER of JOHANNESBURG
DEVELOPMENT AGENCY (JDA):

Prof Reg No.

NAME

DATE

SIGNATURE

JOHANNESBURG DEVELOPMENT AGENCY

3 Helen Joseph

NEWTOWN, JOHANNESBURG

2000

REVISIONS
NR DATE DESCRIPTION PARAPPROVED

NAME DATE

SIGNATUREDATE:

SCALE

PAPER SIZE

SHEET No.

PROJECT No.

CONTRACT No.
JDA.10.198.A.2022

A1

LOCATION OF PROJECT

DESCRIPTION OF PROJECT:

DRAWING No.

REVISION

CONSULTANT'S DETAIL

DESIGN OFFICE APPROVAL
SIGNATURE:...............................  DATE:.......................

SIGNATURE:...............................  DATE:.......................

CHECKED

DRAWN

DESIGNED

INFORMATION OFFICE CHECKED
SIGNATURE:...............................  DATE:.......................

SIGNATURE:...............................  DATE:.......................
NAME: AMN NDIDWA

SIGNATURE:...............................  DATE:.......................

DRAWING DESCRIPTION.

NOTES:
1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH SABS 1200 STANDARDIZED
SPECIFICATIONS AND THE PROJECT SPECIFICATIONS.

2. PRIOR TO THE START OF CONSTRUCTION, ALL SERVICES WHICH ARE TO BE
CROSSED MUST BE EXPOSED BY HAND TO CONFIRM THEIR POSITIONS AND
LEVELS. ANY DISCREPANCY IS TO BE IMMEDIATELY REPORTED TO THE ENGINEER.

3. A FULL SET OF MATERIAL TESTS(COMPACTION,CBR & UCS) REFLECTING
COMPLIANCE  WITH THE SPECIFICATIONS IS TO BE SUBMITTED TO THE ENGINEER
FOR ONWARD TRANSMISSION TO THE EMPLOYER.

4. INTERSECTION SERVICES TO BE  EXPOSED . POSITIONS RECORDED AND ANY
CLASHES IN POSITION WITH THE WORKS TO BE REPORTED TO THE ENGINEER
PRIOR TO THE COMMENCEMENT OF CONSTRUCTION.

CLIENT'S DETAILS

-

218 Dr VAN DER MERWE DRIVE
MONTANA PARK

0182
Tel: 087 809 0982
Fax: 086 516 4728

e-mail: info@kabe.co.za

KABE CONSULTING ENGINEERS
INCEPTION

WYNBERG, CITY OF JOHANNESBURG, REGION E OF METRO.

NAME: TG MOENG

NAME: JK MOLOISANE                 Prof Reg No:.201470015

NAME: AMN NDIDWA

NAME: JK MOLOISANE                 Prof Reg No:.201470015

WATT STREET PRECINCT (WYNBERG) PUBLIC ENVIRONMENT UPGRADES

0

0     25/01/2023         JKM                              ORIGINAL

13/04/2023

NTS

02 of 02

JDA - TD - 010 - V00 - C

CORNER PEDESTRIAN RAMP DETAILS 02



PlaceHolder to give empty block some body

INSPECTOR OF WORKS of JOHANNESBURG
DEVELOPMENT AGENCY:

PROJECT STATUS
DESIGN

DEVELOPMENT
TENDER

DRAWING
APPROVED

CONSTRUCTION
DRAWING

AS BUILT
DRAWING

PROJECT ENGINEER of JOHANNESBURG
DEVELOPMENT AGENCY (JDA):

Prof Reg No.

NAME

DATE

SIGNATURE

JOHANNESBURG DEVELOPMENT AGENCY

3 Helen Joseph

NEWTOWN, JOHANNESBURG

2000

REVISIONS
NR DATE DESCRIPTION PARAPPROVED

NAME DATE

SIGNATUREDATE:

SCALE

PAPER SIZE

SHEET No.

PROJECT No.

CONTRACT No.
JDA.10.198.A.2022

A1

LOCATION OF PROJECT

DESCRIPTION OF PROJECT:

DRAWING No.

REVISION

CONSULTANT'S DETAIL

DESIGN OFFICE APPROVAL
SIGNATURE:...............................  DATE:.......................

SIGNATURE:...............................  DATE:.......................

CHECKED

DRAWN

DESIGNED

INFORMATION OFFICE CHECKED
SIGNATURE:...............................  DATE:.......................

SIGNATURE:...............................  DATE:.......................
NAME: AMN NDIDWA

SIGNATURE:...............................  DATE:.......................

DRAWING DESCRIPTION.

NOTES:
1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH SABS 1200 STANDARDIZED
SPECIFICATIONS AND THE PROJECT SPECIFICATIONS.

2. PRIOR TO THE START OF CONSTRUCTION, ALL SERVICES WHICH ARE TO BE
CROSSED MUST BE EXPOSED BY HAND TO CONFIRM THEIR POSITIONS AND
LEVELS. ANY DISCREPANCY IS TO BE IMMEDIATELY REPORTED TO THE ENGINEER.

3. A FULL SET OF MATERIAL TESTS(COMPACTION,CBR & UCS) REFLECTING
COMPLIANCE  WITH THE SPECIFICATIONS IS TO BE SUBMITTED TO THE ENGINEER
FOR ONWARD TRANSMISSION TO THE EMPLOYER.

4. INTERSECTION SERVICES TO BE  EXPOSED . POSITIONS RECORDED AND ANY
CLASHES IN POSITION WITH THE WORKS TO BE REPORTED TO THE ENGINEER
PRIOR TO THE COMMENCEMENT OF CONSTRUCTION.

CLIENT'S DETAILS

-

218 Dr VAN DER MERWE DRIVE
MONTANA PARK

0182
Tel: 087 809 0982
Fax: 086 516 4728

e-mail: info@kabe.co.za

KABE CONSULTING ENGINEERS
INCEPTION

WYNBERG, CITY OF JOHANNESBURG, REGION E OF METRO.

NAME: TG MOENG

NAME: JK MOLOISANE                 Prof Reg No:.201470015

NAME: AMN NDIDWA

NAME: JK MOLOISANE                 Prof Reg No:.201470015

WATT STREET PRECINCT (WYNBERG) PUBLIC ENVIRONMENT UPGRADES

0

0     25/01/2023         JKM                              ORIGINAL

13/04/2023

NTS

01 of 01

JDA - TMP - 001 - V00 - C

TEMPORARY ROAD TRAFFIC MANAGEMENT PLAN

AutoCAD SHX Text
TR201-60

AutoCAD SHX Text
100m

AutoCAD SHX Text
TW401

AutoCAD SHX Text
DELINEATOR EVERY

AutoCAD SHX Text
FIFTH POSITION

AutoCAD SHX Text
TW401

AutoCAD SHX Text
R201-120

AutoCAD SHX Text
TR201-60

AutoCAD SHX Text
TR201-80

AutoCAD SHX Text
(REPEAT AT

AutoCAD SHX Text
500m INTERVALS)

AutoCAD SHX Text
TR201-60

AutoCAD SHX Text
0m

AutoCAD SHX Text
50m

AutoCAD SHX Text
100m

AutoCAD SHX Text
0m

AutoCAD SHX Text
200m

AutoCAD SHX Text
150m

AutoCAD SHX Text
1.  TRANSITION AREA  : 10m c/c

AutoCAD SHX Text
2.  STABILIZING AREA : 10m c/c FOR THE FIRST 50m,

AutoCAD SHX Text
                                        THEN 30m c/c ON STRAIGHT

AutoCAD SHX Text
3.  WORK AREA : 30m c/c

AutoCAD SHX Text
4.  TERMINATION AREA : 10m c/c

AutoCAD SHX Text
5.  TRAFFIC CONES SHALL ONLY BE USED IN THE WORK

AutoCAD SHX Text
    AREA WITH EVERY FIFTH POSITION TAKEN UP BY

AutoCAD SHX Text
    A DELINEATOR. ONLY DURING DAYLIGHT.

AutoCAD SHX Text
NOTE : SPACING OF DELINEATORS / CONES

AutoCAD SHX Text
1. THE CONTRACTOR SHALL ARRANGE AND ALLOW IN HIS PROGRAMME

AutoCAD SHX Text
   OF WORK TO ACCOMMODATE THE TRAFFIC ON HALF-WIDTHS OF

AutoCAD SHX Text
   THE ROAD ONLY DURING DAYLIGHT HOURS.

AutoCAD SHX Text
NOTE : ACCOMMODATION OF TRAFFIC WHERE ONE LANE IS CLOSED

AutoCAD SHX Text
2. AT NIGHT THE ROAD SHALL BE OPEN TO TWO-WAY TRAFFIC AND 

AutoCAD SHX Text
   NO EXCEPTION SHALL BE ALLOWED.

AutoCAD SHX Text
MAXIMUM SPEED LIMITS

AutoCAD SHX Text
THE MAXIMUM SPEED LIMIT SHALL BE

AutoCAD SHX Text
CONSISTENT WITH THE PREVAILING

AutoCAD SHX Text
CONDITIONS OF THE DEVIATION IN

AutoCAD SHX Text
TERMS OF ROAD SAFETY REQUIREMENTS

AutoCAD SHX Text
TW401

AutoCAD SHX Text
LANE

AutoCAD SHX Text
LANE

AutoCAD SHX Text
SURFACED SHOULDER

AutoCAD SHX Text
LANE

AutoCAD SHX Text
LANE

AutoCAD SHX Text
600m

AutoCAD SHX Text
250m

AutoCAD SHX Text
TR201-100

AutoCAD SHX Text
TW336-WA + TIN11.3

AutoCAD SHX Text
TRANSITION

AutoCAD SHX Text
AREA (150m)

AutoCAD SHX Text
DELINEATORS MOUNTED

AutoCAD SHX Text
BACK TO BACK

AutoCAD SHX Text
ADVANCE WARNING AREA (600m)

AutoCAD SHX Text
STABILIZING

AutoCAD SHX Text
AREA (100m)

AutoCAD SHX Text
WORK AREA (4,0km MAX.)

AutoCAD SHX Text
TERMINATION AREA (200m)

AutoCAD SHX Text
ADVANCE WARNING AREA (600m)

AutoCAD SHX Text
TW411

AutoCAD SHX Text
TR104

AutoCAD SHX Text
0m

AutoCAD SHX Text
100m

AutoCAD SHX Text
200m

AutoCAD SHX Text
TERMINATION AREA (200m)

AutoCAD SHX Text
R201-120

AutoCAD SHX Text
* NOTE:

AutoCAD SHX Text
THE SPEED LIMIT MAY BE INCREASED

AutoCAD SHX Text
FROM 60km/h TO 80km/h WHEN BOTH

AutoCAD SHX Text
LANES ARE OPEN TO TRAFFIC.

AutoCAD SHX Text
SIGN SEQUENCE FOR STOP / GO OPERATION FOR LANE AND SHOULDER

AutoCAD SHX Text
CLOSURE ON SINGLE CARRIAGEWAY ROADS

AutoCAD SHX Text
250m

AutoCAD SHX Text
150m

AutoCAD SHX Text
100m

AutoCAD SHX Text
200m

AutoCAD SHX Text
400m

AutoCAD SHX Text
500m

AutoCAD SHX Text
600m

AutoCAD SHX Text
TERMINATION AREA (200m)

AutoCAD SHX Text
TRANSITION

AutoCAD SHX Text
AREA (150m)

AutoCAD SHX Text
ADVANCE WARNING AREA (600m)

AutoCAD SHX Text
WHITE DIVIDING LINE

AutoCAD SHX Text
0m

AutoCAD SHX Text
150m

AutoCAD SHX Text
EDGE OF SURFACING

AutoCAD SHX Text
SHOULDER BREAKPOINT

AutoCAD SHX Text
0m

AutoCAD SHX Text
50m

AutoCAD SHX Text
100m

AutoCAD SHX Text
200m

AutoCAD SHX Text
WORK AREA (4,0km MAX.)

AutoCAD SHX Text
OR

AutoCAD SHX Text
(REPEAT AT 500m

AutoCAD SHX Text
INTERVALS)

AutoCAD SHX Text
750 MIN.

AutoCAD SHX Text
TRAFFIC CONES

AutoCAD SHX Text
WORK AREA ONLY.

AutoCAD SHX Text
ONLY DURING DAYLIGHT

AutoCAD SHX Text
CLOSURES

AutoCAD SHX Text
EDGE OF SURFACING

AutoCAD SHX Text
SHOULDER BREAKPOINT

AutoCAD SHX Text
TW336-WA + TIN11.3

AutoCAD SHX Text
TR201-100

AutoCAD SHX Text
TW330

AutoCAD SHX Text
300m

AutoCAD SHX Text
TR201-80

AutoCAD SHX Text
TW336

AutoCAD SHX Text
TR201-60

AutoCAD SHX Text
TR201-80

AutoCAD SHX Text
2 x TR104

AutoCAD SHX Text
TR201-60

AutoCAD SHX Text
TR201-80

AutoCAD SHX Text
TR214

AutoCAD SHX Text
TW401

AutoCAD SHX Text
DELINEATOR EVERY

AutoCAD SHX Text
FIFTH POSITION

AutoCAD SHX Text
R201-120

AutoCAD SHX Text
TW401

AutoCAD SHX Text
DELINEATOR EVERY

AutoCAD SHX Text
FIFTH POSITION

AutoCAD SHX Text
TW336

AutoCAD SHX Text
TW411

AutoCAD SHX Text
TR104

AutoCAD SHX Text
0m

AutoCAD SHX Text
TW401

AutoCAD SHX Text
TW214

AutoCAD SHX Text
SHOULDER BREAKPOINT

AutoCAD SHX Text
EDGE OF SURFACING

AutoCAD SHX Text
WHITE DIVIDING LINE

AutoCAD SHX Text
TW336 + TIN11.4

AutoCAD SHX Text
TW336 + TIN11.4

AutoCAD SHX Text
TW336 + TIN11.4

AutoCAD SHX Text
SURFACED SHOULDER

AutoCAD SHX Text
SURFACED SHOULDER

AutoCAD SHX Text
STOP/GO CONTROL

AutoCAD SHX Text
R1.5 A/B

AutoCAD SHX Text
STOP/GO CONTROL

AutoCAD SHX Text
R1.5 A/B

AutoCAD SHX Text
FLAGMEN MUST BE ABLE TO

AutoCAD SHX Text
SEE EACH OTHER OR BE

AutoCAD SHX Text
ISSUED WITH 2-WAY RADIOS

AutoCAD SHX Text
2/3

AutoCAD SHX Text
1/3

AutoCAD SHX Text
SURFACED SHOULDER

AutoCAD SHX Text
TW305 + TIN11.3

AutoCAD SHX Text
OR

AutoCAD SHX Text
TEMPORARY ROAD TRAFFIC MANAGEMENT FOR 2-LANE SINGLE CARRIAGEWAY ROADS

AutoCAD SHX Text
STOP / GO OPERATION & SHOULDER CONSTRUCTION : DAYLIGHT AND NIGHT-TIME CLOSURES

AutoCAD SHX Text
SIGN SEQUENCE FOR WORK ON SHOULDERS ON SINGLE CARRIAGEWAY ROADS

AutoCAD SHX Text
TW401

AutoCAD SHX Text
TR201-60

AutoCAD SHX Text
200m

AutoCAD SHX Text
300m

AutoCAD SHX Text
400m

AutoCAD SHX Text
500m

AutoCAD SHX Text
TW215

AutoCAD SHX Text
300m

AutoCAD SHX Text
750 MIN.

AutoCAD SHX Text
TRAFFIC CONES

AutoCAD SHX Text
WORK AREA ONLY.

AutoCAD SHX Text
ONLY DURING

AutoCAD SHX Text
DAYLIGHT CLOSURES

AutoCAD SHX Text
600m

AutoCAD SHX Text
500m

AutoCAD SHX Text
400m

AutoCAD SHX Text
200m

AutoCAD SHX Text
100m

AutoCAD SHX Text
0m

AutoCAD SHX Text
150m

AutoCAD SHX Text
200m

AutoCAD SHX Text
SHOULDER BREAKPOINT

AutoCAD SHX Text
EDGE OF SURFACING

AutoCAD SHX Text
YELLOW LEFT EDGE LINE

AutoCAD SHX Text
WHITE DIVIDING LINE

AutoCAD SHX Text
100m

AutoCAD SHX Text
150m

AutoCAD SHX Text
TW336-WA + TIN11.3

AutoCAD SHX Text
TR201-100

AutoCAD SHX Text
TR201-80

AutoCAD SHX Text
TW305 + TIN11.3



PAVING ISLAND

RETAINING WALL

ENTRANCE

ENTRANCE

ENTRANCE ENTRANCE

ENTRANCE ENTRANCE ENTRANCE

EX.LP

ENTRANCE

EX.LP
EX.LP

MH

MH

MH

MH

MH

EXISTING
PAVEMENT

EXISTING
PAVEMENT

EXISTING
PAVEMENT

EXISTING
ENTRANCE

EXISTING
CONCRETE

PLINTH

KI

KI

EXISTING
PAVEMENT

EXISTING
PAVEMENT

1/289

4TH STR4TH STR

LIM
IT O

F C
O

N
STR

U
C

TIO
N

GM1 STANDARD
RM3W

RTM1W

W307

W307

MH

ENTRANCE ENTRANCE

ENTRANCEENTRANCE

MH

ENTRANCE

EXISTING RAMP

ENTRANCE

EXISTING RAMP

EXISTING RAMP

ENTRANCE

ENTRANCE ENTRANCE

EXISTING RAMP

ENTRANCE

EX.LP
EX.LP

EX.LP

MH

MH

MH

MH

EXISTING
PAVEMENT

EXISTING
PAVEMENT

EXISTING
PAVEMENT

EXISTING
PAVEMENT

EXISTING
PLANTED AREA

EXISTING
PAVEMENT

EXISTING
PAVEMENT

KI

EXISTING
PAVEMENT

4TH STR4TH STR
GM1 STANDARD

INSPECTOR OF WORKS of JOHANNESBURG
DEVELOPMENT AGENCY:

PROJECT STATUS
DESIGN

DEVELOPMENT
TENDER

DRAWING
APPROVED

CONSTRUCTION
DRAWING

AS BUILT
DRAWING

PROJECT ENGINEER of JOHANNESBURG
DEVELOPMENT AGENCY (JDA):

Prof Reg No.

NAME

DATE

SIGNATURE

JOHANNESBURG DEVELOPMENT AGENCY

3 Helen Joseph

NEWTOWN, JOHANNESBURG

2000

REVISIONS
NR DATE DESCRIPTION PARAPPROVED

NAME DATE

SIGNATUREDATE:

SCALE

PAPER SIZE

SHEET No.

PROJECT No.

CONTRACT No.
JDA.10.198.A.2022

A1

LOCATION OF PROJECT

DESCRIPTION OF PROJECT:

DRAWING No.

REVISION

CONSULTANT'S DETAIL

DESIGN OFFICE APPROVAL
SIGNATURE:...............................  DATE:.......................

SIGNATURE:...............................  DATE:.......................

CHECKED

DRAWN

DESIGNED

INFORMATION OFFICE CHECKED
SIGNATURE:...............................  DATE:.......................

SIGNATURE:...............................  DATE:.......................
NAME: AMN NDIDWA

SIGNATURE:...............................  DATE:.......................

DRAWING DESCRIPTION.

NOTES:
1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH SABS 1200 STANDARDIZED
SPECIFICATIONS AND THE PROJECT SPECIFICATIONS.

2. PRIOR TO THE START OF CONSTRUCTION, ALL SERVICES WHICH ARE TO BE
CROSSED MUST BE EXPOSED BY HAND TO CONFIRM THEIR POSITIONS AND
LEVELS. ANY DISCREPANCY IS TO BE IMMEDIATELY REPORTED TO THE ENGINEER.

3. A FULL SET OF MATERIAL TESTS(COMPACTION,CBR & UCS) REFLECTING
COMPLIANCE  WITH THE SPECIFICATIONS IS TO BE SUBMITTED TO THE ENGINEER
FOR ONWARD TRANSMISSION TO THE EMPLOYER.

4. INTERSECTION SERVICES TO BE  EXPOSED . POSITIONS RECORDED AND ANY
CLASHES IN POSITION WITH THE WORKS TO BE REPORTED TO THE ENGINEER
PRIOR TO THE COMMENCEMENT OF CONSTRUCTION.

CLIENT'S DETAILS

-

218 Dr VAN DER MERWE DRIVE
MONTANA PARK

0182
Tel: 087 809 0982
Fax: 086 516 4728

e-mail: info@kabe.co.za

KABE CONSULTING ENGINEERS
INCEPTION

WYNBERG, CITY OF JOHANNESBURG, REGION E OF METRO.

NAME: TG MOENG

NAME: JK MOLOISANE                 Prof Reg No:.201470015

NAME: AMN NDIDWA

NAME: JK MOLOISANE                 Prof Reg No:.201470015

WATT STREET PRECINCT (WYNBERG) PUBLIC ENVIRONMENT UPGRADES

0

0     25/01/2023         JKM                              ORIGINAL

13/04/2023

1:1000

01 of 03

JDA - RSM - 001 - V00 - C

ROAD SIGNS & MARKING 01



ENTRANCE

ENTRANCE

81 80

PRETORIA MAIN RD

PRETORIA MAIN RD

N
O

R
TH

 R
D

PRETORIA MAIN SERVICE RD

LIMIT OF CONSTRUCTION

GM1 STANDARD

KERB INLET
RETAINING WALL

MH

MH

KI

KI

KI

ENTRANCE

ENTRANCE
ENTRANCE ENTRANCE

ENTRANCE

ENTRANCE

ENTRANCE

ENTRANCE
ENTRANCE

ENTRANCE

KI

EX.LP
EX.LP

EX.LP
EX.LP

MH

MH

MH

MH

MH

MH

MH

MH

EXISTING
PAVEMENT

EXISTING
PAVEMENT

EXISTING
PAVEMENT

KI

KI KI

EXISTING
PAVEMENT

KI

EXISTING
PAVEMENT

1/279

4TH STR 4TH STR

W
A

TT
 A

VE

SO
U

TH
 S

TR

LI
M

IT
 O

F 
C

O
N

ST
R

U
C

TI
O

N

GM1 STANDARD GM1 STANDARD

RTM1W

W307

W307

W307 W302

INSPECTOR OF WORKS of JOHANNESBURG
DEVELOPMENT AGENCY:

PROJECT STATUS
DESIGN

DEVELOPMENT
TENDER

DRAWING
APPROVED

CONSTRUCTION
DRAWING

AS BUILT
DRAWING

PROJECT ENGINEER of JOHANNESBURG
DEVELOPMENT AGENCY (JDA):

Prof Reg No.

NAME

DATE

SIGNATURE

JOHANNESBURG DEVELOPMENT AGENCY

3 Helen Joseph

NEWTOWN, JOHANNESBURG

2000

REVISIONS
NR DATE DESCRIPTION PARAPPROVED

NAME DATE

SIGNATUREDATE:

SCALE

PAPER SIZE

SHEET No.

PROJECT No.

CONTRACT No.
JDA.10.198.A.2022

A1

LOCATION OF PROJECT

DESCRIPTION OF PROJECT:

DRAWING No.

REVISION

CONSULTANT'S DETAIL

DESIGN OFFICE APPROVAL
SIGNATURE:...............................  DATE:.......................

SIGNATURE:...............................  DATE:.......................

CHECKED

DRAWN

DESIGNED

INFORMATION OFFICE CHECKED
SIGNATURE:...............................  DATE:.......................

SIGNATURE:...............................  DATE:.......................
NAME: AMN NDIDWA

SIGNATURE:...............................  DATE:.......................

DRAWING DESCRIPTION.

NOTES:
1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH SABS 1200 STANDARDIZED
SPECIFICATIONS AND THE PROJECT SPECIFICATIONS.

2. PRIOR TO THE START OF CONSTRUCTION, ALL SERVICES WHICH ARE TO BE
CROSSED MUST BE EXPOSED BY HAND TO CONFIRM THEIR POSITIONS AND
LEVELS. ANY DISCREPANCY IS TO BE IMMEDIATELY REPORTED TO THE ENGINEER.

3. A FULL SET OF MATERIAL TESTS(COMPACTION,CBR & UCS) REFLECTING
COMPLIANCE  WITH THE SPECIFICATIONS IS TO BE SUBMITTED TO THE ENGINEER
FOR ONWARD TRANSMISSION TO THE EMPLOYER.

4. INTERSECTION SERVICES TO BE  EXPOSED . POSITIONS RECORDED AND ANY
CLASHES IN POSITION WITH THE WORKS TO BE REPORTED TO THE ENGINEER
PRIOR TO THE COMMENCEMENT OF CONSTRUCTION.

CLIENT'S DETAILS

-

218 Dr VAN DER MERWE DRIVE
MONTANA PARK

0182
Tel: 087 809 0982
Fax: 086 516 4728

e-mail: info@kabe.co.za

KABE CONSULTING ENGINEERS
INCEPTION

WYNBERG, CITY OF JOHANNESBURG, REGION E OF METRO.

NAME: TG MOENG

NAME: JK MOLOISANE                 Prof Reg No:.201470015

NAME: AMN NDIDWA

NAME: JK MOLOISANE                 Prof Reg No:.201470015

WATT STREET PRECINCT (WYNBERG) PUBLIC ENVIRONMENT UPGRADES

0

0     25/01/2023         JKM                              ORIGINAL

13/04/2023

1:1000

02 of 03

JDA - RSM - 002 - V00 - C

ROAD SIGNS & MARKING 02



ENTRANCE

ENTRANCE ENTRANCE
ENTRANCE

1/535

PRETORIA MAIN SERVICE RD

LI
M

IT
 O

F 
C

O
N

ST
R

U
C

TI
O

N

GM1 STANDARD

ENTRANCE

ENTRANCE ENTRANCE

ENTRANCE

PRETORIA MAIN SERVICE RD
GM1 STANDARD

INSPECTOR OF WORKS of JOHANNESBURG
DEVELOPMENT AGENCY:

PROJECT STATUS
DESIGN

DEVELOPMENT
TENDER

DRAWING
APPROVED

CONSTRUCTION
DRAWING

AS BUILT
DRAWING

PROJECT ENGINEER of JOHANNESBURG
DEVELOPMENT AGENCY (JDA):

Prof Reg No.

NAME

DATE

SIGNATURE

JOHANNESBURG DEVELOPMENT AGENCY

3 Helen Joseph

NEWTOWN, JOHANNESBURG

2000

REVISIONS
NR DATE DESCRIPTION PARAPPROVED

NAME DATE

SIGNATUREDATE:

SCALE

PAPER SIZE

SHEET No.

PROJECT No.

CONTRACT No.
JDA.10.198.A.2022

A1

LOCATION OF PROJECT

DESCRIPTION OF PROJECT:

DRAWING No.

REVISION

CONSULTANT'S DETAIL

DESIGN OFFICE APPROVAL
SIGNATURE:...............................  DATE:.......................

SIGNATURE:...............................  DATE:.......................

CHECKED

DRAWN

DESIGNED

INFORMATION OFFICE CHECKED
SIGNATURE:...............................  DATE:.......................

SIGNATURE:...............................  DATE:.......................
NAME: AMN NDIDWA

SIGNATURE:...............................  DATE:.......................

DRAWING DESCRIPTION.

NOTES:
1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH SABS 1200 STANDARDIZED
SPECIFICATIONS AND THE PROJECT SPECIFICATIONS.

2. PRIOR TO THE START OF CONSTRUCTION, ALL SERVICES WHICH ARE TO BE
CROSSED MUST BE EXPOSED BY HAND TO CONFIRM THEIR POSITIONS AND
LEVELS. ANY DISCREPANCY IS TO BE IMMEDIATELY REPORTED TO THE ENGINEER.

3. A FULL SET OF MATERIAL TESTS(COMPACTION,CBR & UCS) REFLECTING
COMPLIANCE  WITH THE SPECIFICATIONS IS TO BE SUBMITTED TO THE ENGINEER
FOR ONWARD TRANSMISSION TO THE EMPLOYER.

4. INTERSECTION SERVICES TO BE  EXPOSED . POSITIONS RECORDED AND ANY
CLASHES IN POSITION WITH THE WORKS TO BE REPORTED TO THE ENGINEER
PRIOR TO THE COMMENCEMENT OF CONSTRUCTION.

CLIENT'S DETAILS

-

218 Dr VAN DER MERWE DRIVE
MONTANA PARK

0182
Tel: 087 809 0982
Fax: 086 516 4728

e-mail: info@kabe.co.za

KABE CONSULTING ENGINEERS
INCEPTION

WYNBERG, CITY OF JOHANNESBURG, REGION E OF METRO.

NAME: TG MOENG

NAME: JK MOLOISANE                 Prof Reg No:.201470015

NAME: AMN NDIDWA

NAME: JK MOLOISANE                 Prof Reg No:.201470015

WATT STREET PRECINCT (WYNBERG) PUBLIC ENVIRONMENT UPGRADES

0

0     25/01/2023         JKM                              ORIGINAL

13/04/2023

1:1000

03 of 03

JDA - RSM - 003 - V00 - C

ROAD SIGNS & MARKING 03


	Sheets and Views
	Typical Drawings 07.03.2023-Guard Rails
	Typical Drawings 07.03.2023-Placing of Services
	Typical Drawings 07.03.2023-Grid Inlet
	Typical Drawings 07.03.2023-Grid Cover
	Typical Drawings 07.03.2023-Kerb Details
	Typical Drawings 07.03.2023-Contract nameboard
	Typical Drawings 07.03.2023-Warning Tactile Paving
	Typical Drawings 07.03.2023-Minibus Taxi Lay
	Typical Drawings 07.03.2023-Corner Pedestrian Ramp 01
	Typical Drawings 07.03.2023-Corner Pedestrian Ramp 02
	Typical Drawings 07.03.2023-TMP
	Typical Drawings 07.03.2023-Road Signs & Markings 01
	Typical Drawings 07.03.2023-Road Signs & Markings 02
	Typical Drawings 07.03.2023-Road Signs & Markings 03


